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B600_510: Discharge out into barrels

BLiK B600 crusher: destruction of pallets

B600-380 1820
B600-500 1945
B600-750 2190
B600-950 2385 B600 / 380 - 500 – 750 – 950

Bloc de coupe 
+ Motoréducteur

Dimensions standard

B600-380 380
B600-500 500

B600-750 750
B600-950 950

Discharge out by belt conveyor

BLiK B600 series crushers – shredders (continued)
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BLiK CRUSHERS  B 840 Serie, 2 Rotors

Possible Options

• VL TYres

• Steel barrels

• Plastic Containers

• Batteries for cars

• Bulky refuse

• Special waste

• Pallets

The french manufacturer, BLiK, designs, studies, develops and manufactures “universal” crushers with 
rotating blades for a wide range of industrial purposes

These uniquely designed crushers come in a variety of configurations ranging from 2 to 30 kW and benefit 
from special design patents which make them easy to run and to service.

The B840 series crushers are two-shaft crushers with rotating blades which can handle a 
.wide range of materials. Power: 30kw - cutting width: 758 - 1250 mm.

French
Design and 

manufacture

CAPACITY: 
• VL TYRES : 3 t/Hour

• PLASTIC FILMS : 2 t / Hour

• Metallic Barrels : 50 pieces/ Hour
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BLiK CRUSHERS  B 840 Serie, 2 Rotors (continued)

ADVANTAGES:

Slow Rotation, silent, no vibration

Electric Control, planetary gearbox 
for a crushing without blows

Regular rotation of the shafts thanks to the elec-
tronic system of regulation according to the load 

of the crusher

Automatic greasing for protection of the 
bearings and elements of transmission 

against  acids, fl uids and dust 

Commands adaptable to the 
products to be crushed thanks 

to the system of electronic inversion 
integrated

Easy maintenance, rigorous quality 
control

B840-1250 during installation, before 
installing the base and switch box

Name B840/750 B840/1000 B840/1250

Size of cutting block mm 758 x 840 mm 1008 x 840 mm 1250 x840 mm

Number of shafts 2 2 2

width of blades 500/540 mm 500/540 mm 500/540 mm

Number of blades 
thickness 40 mm

19 25 32

Number of blades 
thickness 50 mm

15 20 25

width of shafts 150 mm 150 mm 150 mm
rated rotation speed 10/21 tpm 10/21 tpm 10/21 tpm
kW 30 kW 30 kW 30 kW

Power 400 V 400 V 400 V

Protection fuse 63-120 A 63-120 A 63-120 A

Approx. weight 3300 kg 3700 kg 4200 kg

Electronic control: automatic reverse-start-stop overload
French design and manufacture - “CE” certified - 1 year guarantee     (*) – Subject to 

technical and optical modifications
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Crushing and sorting equipment: input conveyor, crusher B840, 
magnetic sorting by overband, removal conveyor

Printers larger 
models

Hardware power to 
grind

the same material 
after grinding

after crushing, sor-
ting is facilitated

after sorting overband:
plastic

Pallets of computer equipment to 
power grind

input conveyor, crusher B840, 
magnetic sorting by overband, 

removal conveyor

BLiK CRUSHERS  B 840 Serie, 2 Rotors (continued)
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BLiK CRUSHERS  B 840 Serie, 2 Rotors (continued)

B 840-1250, destruction of pallets and wood cases, with separation 
of the metal points, and evacuation out of 30 M3 containers

Untreated material

magnetic separation of the points Evacuation of wood Filling of the bucket

Blik B840 crusher Overview

Crushing of parts of automobie body

B 840-1250
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BLIK CRUSHERS, 4 Rotors,
Series Q300, Q500, Q700, with calibration screen,

for a more homogeneous and fi ner result

Size of cutting block: 330 -770 x  230 - 700 mm.

Power : 4,4 - 22 kW.

Crushers «Quadrirotor» allow installation of 
a calibration grid that stops too large shreds, 
which are automatically reintroduced in the crus-
her.

We so obtain a result in compliance with the 
re-use of the waste in a technological process 
very demanding but very rewarding.

machine; CRUSHER 
Q500-510

screen 40mm

cutters: 
                 rap: ep24

raw material; 
wood, pallets , Pres-
hredded in order to 
product  Pellets

machine; CRUSHER 
Q500-510

screen 30 mm

cutters: 

          rap:204/12-1G

raw material; 
        cardboard 
boxes

machine; CRUSHER 
Q500-510

screen 30 mm

cutters: 
          rap:204/12-1G

raw material; 
         wooden crates

machine; CRUSHER 
Q500-510

screen 30 mm

cutters: 
              1c r ep 20

raw material; 
preshredded copper 
by b600

machine; CRUSHER 
Q500-510

screen 20 mm

cutters: 
         ctx20 1 cr gr hp

raw material; 
composite fibeglass-
polyester,  pres-
hredded by b600

machine; CRUSHER 
Q500-510

screen 20 mm

cutters: 
     202- 1cr-ph-ep12

raw material; 
reinforced car joints
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BLIK CRUSHER Serie Q300-230, 4 Rotors

BLIK Q300-230-4-8-8 with calibration screen
Size of cutting block mm 330 x 230

Hopper opening depending on implantation

Power (KWN/Hz) 2x2.2kw=4,4KW /400V/50Hz

Number of shafts 4

Diameter of blades  mm 124

thickness of blades (mm) 8

Number of blades 56

Rated rotation speed 16/12

Number of hooks per blade 1 à 14

Cutting block size (LxWxH mm) 1150 x 620 x 350

Approx.weight (kg) 370

Electronic control: automatic reverse-start-stop overload

: diameter of  perforations: 10 - 30mm

optional: loading hopper and standard  chassis for container 600*800*412mm -165 litres

“CE” certifi ed - 1 year guarantee
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BLIK CRUSHER Serie Q500, 4 Rotors

Size of cutting block 
          535x510 mm.
Power:          11 kW.
Material: wood, plastic

with

calibration screen

for a more homogeneous 
and finer result

Calibration screen
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BLIK Serie Q500 Crusher, 4 Rotors

BLIK Q500-510-11-12-36 Crushers Specifications

4 rotors with calibration screen

Size of cutting block mm 535 x 510

Hopper opening (mm) / Hopper volume (L) 700 x 700 1300 litres

Power (KWN/Hz) 2x5,5=11 KW /400V/l5OHz

Number of shafts 4

width of blades (mm) 202

thickness of blades (mm) 12/24/36

Number of blades 84/42/28

Rated rotation speed 15,5/11

Number of hooks per blade 1 - 14

Cutting block size and motor-reducer (LxWxH mm) (1) 2100*1147*2200

Cutting block size (LxWxH mm) 1746*990*520

Approx.weight (kg) 1150

Electronic control automatic reverse-start-stop overload

Calibration screen: width of perforations 10 - 50mm

(1) - including hopper and standard chassis for container (LxPxH 1596*1040*1266mm)

French design and manufacture - CE" certified - 1 year guarantee (*) - Subject to technical and optical modifications
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BLIK Serie Q700-700 Crusher, 4 Rotors

Size of cutting block mm 770 x 700

Hopper opening (mm) / Hopper 
volume (L)

depending on  
implantation

Power (KWN/Hz) 2x11=22KW 
/400V/50Hz

Number of shafts 4

width of blades (mm) 280

thickness of blades (mm) 12/20/40

Number of blades 124/74/38

Rated rotation speed 16/12

Number of hooks per blade 1 - 14

Cutting block size and motor-redu-
cer (LxWxH mm) (1)

2381*1450*710

Approx.weight (kg) 2500

Electronic control automatic 
reverse-start-stop overload

Calibration screen: width of 
perforations

10 - 60mm

(1) - including hopper and standard 
chassis for container

French design and manufacture - CE» certifi ed - 1 year guarantee 
(*) - Subject to technical and optical modifi cations

BLIK Q700-700-22-12-36
4 rotors with calibration screen
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MOBILE INSTALLATION of BLIK CRUSHER :  B400-370

Evacuation  
via screw  

on the back  
in a dedicated  
compartment.

view of the hy-
draulic motor

Summary of BliK mobile B400-370
 Model B 400 / 370 

Cutting unit 420 x 370 mm 

Power (on-board hydraulic version) requires power take-
off on supplying lorry engine approx.  

 
20 HP

Hopper volume (**) 100-170 L 

Dimensions (mm) with chassis - L x D x H. (**) 1390 x 1560 x 2000 

Blade diameter 200-220 

Blade thickness 8-12-24 mm 

crushing paper: kg/heure flow 300 à 500

Number of spikes 1 à 14

Electronic control Telemechanic automaton

Weight approx.500 kg 

Made in France – “EC” conformity – guarantee 1 year

(*) Non-contractual. Subject to technical or visual modifications

(**) depends on use and installation.
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BLIK Crushers-Shredders: Special installations

BB230  
Crushers with 
load lock and 
rotary feeder

B600-950   
For paint pots with 
conveyor feeder for 

30 m3 skips. m3 skips.

B400-370  Paper shredder 
with conveyor 

feeder and evacuation feeder.

B400  Printed paper 
shredder with 

conveyor belt evacuation. 

B600 Extraction 
conveyor and 

cylindrical sieve for separating 
the contents and powdered 
products

B600-950  
With hydraulic 
container remover

B600-500  
For full ATEX paint 
pots with container 
remover

In addition to the standard models, we 
can install specially designed crushers 
to suit any specific process, as well as 
systems capable of carrying out several 
operations, without the need for any 
intermediate servicing. Below are some 
of our designs: 
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BLIK Crushers-Shredders: Special installations

B600-510 + Q500-510  
                           crushing of joints automobile rubber

B400-510   Crusher with raise-container and screw of 
liquid-solid separation    B400-510 crushing of coffee dosettes + separation aluminum 

and coffee + rinsing

B400-750    perforator + separation screw liquid-solid B400-510     grinding of hot bitumen


